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CROSS-KEY UNIVERSAL Weidmüller Interface GmbH & Co. KG
Klingenbergstraße 26
D-32758 Detmold
Germany
Fon: +49 5231 14-0
Fax: +49 5231 14-292083
www.weidmueller.com

 

 

Crimped conductors are fixed in their respective wiring
spaces by screws or a direct plug-in feature. Weidmüller
can supply a wide range of tools for screwing.

General ordering data

 
Type CROSS-KEY UNIVERSAL
Order No. 9918130000
Version Tools, Univeral key
GTIN (EAN) 4032248371112
Qty. 1 Stück
 

http://catalog.weidmueller.com/catalog/Start.do?localeId=ro_RO&ObjectID=9918130000
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Dimensions and weights
 
Width 72 mm   Width (inches) 2,835 inch
Height 72 mm   Height (inches) 2,835 inch
Weight 88 g   Net weight 64,3 g
Diameter 9 mm    
 

Environmental Product Compliance
 
REACH SVHC Lead 7439-92-1    
 

Technical data
 
Version universal application    
 

Classifications
 
ETIM 6.0 EC000175   ETIM 7.0 EC000175
eClass 9.0 27-40-06-38   eClass 9.1 21-04-90-57
eClass 10.0 27-40-06-38   UNSPSC 27-11-17-03
 

Downloads
 
Brochure/Catalogue CAT 6 TOOLS 15/16 EN

CAT 5 ENCL 17/18 EN
Engineering Data WSCAD
 

http://download.weidmueller.com/asset/download/file//39464
http://download.weidmueller.com/asset/download/file//39477
http://catalog.weidmueller.com/assets/LINK/CAE_EN.html

